
EN
 SEMI-STATIC ROPE 

KERNMANTEL RoPE WITH REDUCED ELoNGATIoN (SEMI-

STATIC RoPE) ACCoRDING To EN 1891

FLoATING KERNMANTEL RoPE WITH REDUCED ELoNGATIoN 

(SEMI-STATIC RoPE) ACCoRDING To EN 1891 (11 mm) AND 

BASED oN EN 1891 (9 mm)

INSTRUCTIoNS FoR USAGE, SAFETY, 

LIFESPAN, SToRAGE AND CARE

This product is part of personal protective equipment for protec-

tion against falls from heights and should be allocated to one  

individual.

This information leaflet contains important information which 

must be understood before the product is used.

This document must be provided to the customer by the retailer 

in the respective country’s language and must be kept with the 

equipment while it is in use.

INSTRUCTIoNS FoR USE

These instructions must be carefully read and followed.

This product has been manufactured specially for mountaineer-

ing, climbing and working at heights and in depths and does not 

release the user from any personal liability.

Mountaineering, climbing and working at heights and in depths 

often harbour hidden dangers and risks caused by external influ-

ences. Risk of accidents can never be excluded. In order to 

achieve maximum safety when mountaineering, climbing and 

working at heights and in depths, safe use of equipment is only 

guaranteed if it complies with industrial norms. For more detailed 

and comprehensive information, please refer to relevant special 

literature. The following instructions are important to ensure ap-

propriate and correct use of the equipment. However, they can-

not replace experience, responsible behaviour and awareness of 

the risks inherent in mountaineering, climbing and working at 

heights and in depths and do not release the user from any per-

sonal responsibility. 

Use of the equipment is only permitted to fit and experienced 

individuals or under appropriate guidance and tuition.

Users must be aware that poor physical and/or mental health 

can jeopardise safety under normal conditions and in emergen-

cies.

Before using the equipment, users must familiarise themselves 

with safe and effective rescue procedures.

The manufacturer cannot be held liable if the equipment has 

been abused or used incorrectly. All risks and responsibilities are 

borne by the user at all times.

Information on semi-static ropes, type B: Semi-static ropes, 

type B, are intended for abseiling during rescue operations 

and in conjunction with suitable abseiling equipment in ac-

cordance with EN 341. Semi-static ropes type B have lower 

performance and safety reserves than semi-static ropes 

type A and are not recommended for industrial use. All risk 

of a fall should be minimised as much as possible, especially 

when using semi-static ropes type B. 

In general, type A ropes are more suitable as a support or for 

positioning a workplace than type B ropes.

Information on floating semi-static ropes: The 9 mm floating 

semi-static rope must be used as a double strand (see technical 

information). The 9 mm floating semi-static rope must be turned 

at the anchor point. Abseiling must be done on two strands.

SAFETY NoTICES

When combining this product with other components, the safety 

aspects of the products may interfere with each other. 

This equipment should only be used in connection with parts of 



personal protective equipment (PPE) bearing the CE-sym-

bol to secure individuals against falls from heights.

If the semi-static rope is used with other PPE systems (e.g. a seil-

ing equipment (EN 341), fall arrest systems (EN 363), adjustment 

equipment (EN 358, EN 353-2) etc.), it must be ensured that 

these systems are compatible with the rope. Instructions for cor-

rect use and especially the markings on the equipment regarding 

type of rope and diameter must be observed.

Joining two ropes: The following knots are recommended for 

joining two ropes: Overhand knot or figure-of-eight knot. 

The knots should be tied in such a way that the tails are at least 

12 cm long. 

When using ropes, note that they may shrink with age and use 

(e. g. due to moisture). 

Abseiling: For abseiling make stop knots at the ends of the rope 

for safety.

Anchor point: In order to avoid excessive strain and swaying af-

ter a fall, anchor points for belay must, if possible, always be di-

rectly vertically above the person to be secured. The connection 

between the anchor point and the person to be secured must al-

ways be kept as taut as possible. Avoid slack in the rope! The 

anchor point must be tied in such a way that when the connection 

rope is fixed there is no risk of it coming loose or getting damaged 

during use.

Sharp edges, ridges and jamming can significantly impair stabili-

ty. If necessary, possible risk factors must be covered with suita-

ble aids. Both anchor point and anchorage must be able to sus-

tain expected strain even in the most adverse conditions. Even if 

fall shock absorbers (according to EN 355) are used, the anchor 

points must be able to sustain at least 10 kN.

Ropes for arresting a fall: Semi-static ropes are not suitable for 

lead climbing. Ropes which are used for securing lead climbers 

on rocks, ice, caves, canyoning and during rescue operations 

must comply with standard EN 892 for dynamic mountaineering 

ropes.

If original components are modified or removed from the product, 

its safety aspects may be restricted. The equipment should not be 

modified in any way or altered to allow attachment of additional 

parts without the manufacturer’s written recommendation.

Even individual segments of semi-static ropes must feature a du-

rable marking on the banderoles of the rope ends.

The equipment must be checked for possible damage before and 

after each use. It must be ensured that the equipment is service-

able and fully functional.

The equipment must be discarded immediately if there is even the 

slightest doubt as to its serviceability.

Warning! The products must be kept away from damaging envi-

ronments. This includes contact with abrasive and aggressive 

substances (e.g. acids, alkalis, soldering water, oils, cleaning 

agents), as well as extreme temperatures and flying sparks. 

In addition, sharp edges, wetness and especially icing-up can di-

minish the stability of textiles!

Warning! Friction forces caused by rapid abseiling and lowering 

can severely damage the rope sheath, especially if the melting 

temperature for polyamide (approx. 215°C) and polypropylene 

(approx. 160°C in cores of floating semi-static ropes) is reached.

We therefore recommend to wet floating semi-static ropes before 

use.

CLIMATE REqUIREMENTS

The permanent use temperature of the product (in dry condition) 

ranges from approx. -35°C to +55°C.



LIFESPAN AND REPLACEMENT

The lifespan of the product mainly depends mainly on the way and 

frequency in which it is used and external influences.

Products made from synthetic fibre (polyamide, polyester, dynee-

ma) are subject to a certain ageing process even if they are not 

used. This is caused by the intensivity of UV-rays and environmen-

tal influences.

Maximum lifespan under optimal storage conditions (see sec-

tion on Storage) and without use: 12 years.

occasional use: Occasional and appropriate use without obvious 

wear and tear and with optimal storage: 10 years.

Frequent or extreme use: If used under extreme conditions with 

frequent abseiling in dirty environments (sand, dust) and me-

chanical abrasion (e.g. rough, sharp rocks), the safety reserves of 

a semi-static rope may be reduced to such an extent that it will 

have to be replaced after only a few weeks of use.

As a general rule, PPE products must be replaced immediately if, 

for instance, products with tapes have frayed edges or if fibres are 

torn out of the sheath, if the stitching shows signs of damage 

and/or abrasion or if the product has been in contact with chem-

icals.

Ropes or products with ropes must be replaced immediately if 

they have been involved in an extreme fall (fall factor >1) or if the 

sheath has been damaged (so that the core is visible) or if it has 

been in contact with chemicals.

Repairs may only be carried out in accordance with procedures 

recommended by the manufacturer.

SToRAGE, TRANSPoRT AND CARE

Storage: Store in a cool, dry, dark place outside transport con-

tainers. Avoid contact with chemicals (caution: battery acid!) 

Store without mechanical stress caused by jamming, pressure or 

tension.

Transport: The product must be kept away from direct sun-

light, chemicals, dirt and mechanical damage. For this pur-

pose, a protective bag or special storage and transport contain-

ers should be used.

Cleaning: Clean soiled products in luke-warm water (if necessary, 

use pH-neutral soap). Rinse well. Dry at room temperature, never 

use a tumble drier or dry close to radiators! 

Warning! Failure to follow these instructions may endanger life!

PRoDUCT INFoRMATIoN FoR THIS ITEM

Manufacturer: EDELRID

Product description: rope type (A or B) and nominal diameter ac-

cording to EN 1891

CE 0123: the authority supervising production of PPE 

(TÜV SÜD Product Service GmbH, 80339 München, Germany)

Rope length, if applicable

Example for marking of the banderole: A 11 EN 1891 means 

that this is a kernmantel rope with low elongation (EN 1891), type 

A with a nominal diameter of 11 mm.

Remarks: Instruction for use: CE XXXX: notified authority which is 

responsible for controlling and issuing the EC-Type Approval Cer-

tificate of the product. 

Technical Datasheet: Lot number with year of construction.

Our products are manufactured with the utmost care. However, 

should any of our products give cause for a justified complaint, 

please advise us of the lot number. 

We reserve the right to make technical amendments.
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